New Products listings are provided by the manufacturers and suppliers and are selected by the editors for variety and innovation. For more information or to submit a New Products listing, contact Gerry Van Treeck, Achieve Communications, 3221 Prestwick Lane, Northbrook, IL 60062; phone 847-562-8633; e-mail gvtgvt@earthlink.com.

**Rust-Oleum Industrial Brands** has introduced Rust Reformer®—an aerosol rust converter that instantly transforms rusted metal into a non-rusting surface and prevents future corrosion. Rust Reformer dries to a hard, flat-black finish that can then be top coated with oil or latex coatings if desired. Rust Reformer is designed to be applied over existing rust with minimal surface preparation consisting of removal of loose scale and powdery rust with a wire brush. Rust Reformer is ideal for equipment, railings, metal furniture, machinery, seams, complex shapes, and other hard to reach areas. For additional details, log on to Rust-Oleum Industrial Brands website at www.rustoleum.com.

**Thomas C. Wilson Inc.** announces the addition of the Wils-Matic™ Self-Feeder to its existing tube cleaning product line. This versatile cleaner is designed for use with the straight tubes up to 45-feet long in heat exchangers, condensers, chillers, absorbers, and coolers. The primary feature of the Wils-Matic™ Self-Feeder is its extreme efficiency. This new product reduces cleaning time by an average of 50 percent, effectively doubling the amount of cleaning that can be performed in the same amount of time compared to non self-feeding units on the market. For more information, call Thomas C. Wilson Inc. 800.230.2636.

**Firestone Building Products** has introduced its next generation of commercial roofing products. UltraPly TPO XR delivers the durability and flexibility of a single-ply membrane with the heat welding properties of thermoplastic. RubberGard MAX PT and RubberGard LSFR PT combine with Firestone QuickSeam Tape with RubberGard EPDM for faster installations and more precise seaming. Eco Walkway Pad is an environmentally-friendly solution made with reinforced fiberglass scrim and recycled TPO and EPDM. Penetration Pockets are pre-formed and uniformly sized penetration pockets that are faster to install than metal penetration pockets. QuickTaper enables contractors to install roof seams while standing, yet delivers the integrity of traditional hand-rolled seams. For full details on all these products, visit Firestone Building Products online newsroom at http://www.firestonebpco.com/about/news.aspx.

**Hilti, Inc.** introduces the Hilti Kwik Bolt 3 Mechanical Anchor. With an improved wedge design and higher strength base material, the Kwik Bolt 3 has the best independent approval ratings in its class and is the best overall stud anchor on the market. Available in sizes ranging from 1/4- to 1-inch in diameter and in electrogalvanized carbon, hot dipped galvanized, SS 304, or SS 316, the Kwik Bolt 3 Mechanical Anchor satisfies a wide range of fastening applications. It is also available as a standard thread length bolt for high shear load applications and as a long (full) thread length (up to 7 inches thread length) bolt. For more information, contact Hilti, Inc. at 800-879-8000.

**Shark Pressure Washers** announces a new line of direct-drive, cold water pressure washers. The DG-212328 delivers high-pressure cleaning power with a flow rate of 2.1 gallons per minute (GPM) and pressure of 2300 pounds per square inch (PSI). It is powered by a 6 HP Quantum gasoline engine and features a Faip vertical, direct-drive pump. The DG-212328 frame is made of a durable 1-1/4-inch steel chassis with a limited lifetime warranty. The compact pressure washer has a fold-down handle to fit in the trunk of a car and weighs only 105 lbs. For additional information, contact Shark Pressure Washers at 800-771-1881.

**AQUAFLEX-USA** introduces its new specification sheet designed to provide customers with the latest specification information on the company’s sprinkler drops. The specification sheet highlights the various models available, dimensions, temperature and pressures, parts and material identification. The specification sheet can be downloaded at www.aquaflexusa.com or by e-mailing info@aquaflexusa.com and requesting spec sheet AQA6003. For more detailed information, call AQUAFLEX-USA at 800-514-3539.